K:\112255@3\Structures\Burnham Ave.Over R.R. & River\Final Plans\Exp_Joints.dgn

171372089

woure wo. | secrion counry Jeree &= | sHEET NO. [2

*Parapet *Parapet *Parapet *Parapet FAU 2943 1‘?55'18 Cook 51 22 | 35 sHeETS

FED.ROAD DIST. NO.7 nLNors

Contract # 60D74

*CONCRETE PARAPET
REMOVAL DIMENSIONS BILL OF MATERIAL

Location Skew Parapet | Gap Bar No. Slze Length Shape
Pier 3 | 24° 38" 27" | 27-25 "] 3" az(F) | 108 | #5 |20°-10"
Deck Pier 7 | 24° 177 54" | 27-13," [4L" as(E) 54 #5 | 287-9”

Sidewalk Pier 11 | 24° 47 22" | 27-2L" | 3" aqE) | 228 | #5 | 227-11"
Pier 15 | 3° 217 28" | 2-04," | 3" as(E) | 14 #5 | 31-8”
Pier 18 25° 223" 3"
Pier 21 25° 223" 3" coE) | 34 #5 | 76" | m———

Pier 24W 0° 2-0L" | 3" c3(E) 64 #5 | 837 | e

Pier 24E 0° =115 145" ca(E) 98 #5 | 2-87 Ve

—
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For simplicity, only proposed reinforcement critical to parapet replacement is shown.

PLAN - CONCRETE REPLACEMENT PLAN - CONCRETE REPLACEMENT See Sheet 1l of 35 for details at Median and Sidewalk.

. ] . 5 indicat j 8 ]
et ends o7 eat it o Pors 3 nd 19 Shows € s i) et s of Gk S 1 ir 15 stown, £ and i)

5L" @ 50° F the existing rebar remaining in place are not damaged. All existing reinforcement

S e ™ o ol o to be Incorporated info new construction shall be blast-cleaned, straightened, and
2 ‘058 (Pier 7) 2 '232 (Pier_7) properly positioned prior to concrete placement. Any reinforcement damaged during
2 "035" (Pier 11) 2 /'258/:1 (Pler 1D) g g Concrete Removal shall be repaired or replaced using an approved Bar Splicer or
3-#4 di(E) bars @ 12 cts.| 2/70%" (Pler 21) 2-2%" (Pler 21) |3 #4 d/(E) bars @ 12" ofs. 3-#4 dE) bars @ 97 cts. | | 3-#4 d(E) bars @ 9" cfs. Mechanical System. Cost included with Concrete Removal.

(Outside Face) / (Qutside Face) (Inside Face) | | (Inside Face) Interference is expected from the existing aluminum rail posts. The Contractor shall

7 remove and reerect the existing bridge rail and post fo complete the work as detailed.
3-#4 F) bars| , ¢ ? r, 3-#4 (E) bars » The existing aluminum rail post shall be reconnected to the reconstructed parapet utilizing

@ 127 cfs. / i @ 127 cts. the existing mounting bracket. Care shall be faken nof to damage the existing bracker.
(Inside Face) 2 ? ? (Inside Face) q . >
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The base of the rail post shall be sealed with two component non-staining gray sealing
/ compound with polysulfide liquid polymers-gun grade with primer. All labor, equipment,

-0
Parapet

and materials necessary for removing and reinstalling the bridge rail and bridge rail post
shall be included in the cost for Concrete Superstructure.

Care shall be taken to avoid damaging the existing electrical conduit located directly
under the edge of deck on the East side of the Expansion Joint at Pier 1. When
replacing the Joint at this location, extra concrete may be needed under the deck fo
accommodate a Support Box for the Modular Expansion Joint, similar to Section

Deck C-C on sheet 10 of 38 Any extra concrete used shall not interfere with the
Sidewalk existing electrical conduit.
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(West ends of Deck Joints at Piers 7, 1, and 21 Shown, East ends (West end of Deck Joint at Pier 24 shown, East end similar) STATION 231+79.04
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